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AST-210-2210/J-SA
Direct Drive Otomatik Besleme ve İstifleme Sistemli “J” Dikiş Otomatı
Direct Drive “J” Stitch Automat with Automatic Feeder and Stacking Unit

Özellikler
• LCD dokunmatik panelle taşıma ve istifleme olanağı
• 10 ayrı hafıza J dikiş alma kapasitesi
• Özel geliştirilmiş 4 pistonlu iç ve dış ayak sistemi
• Fermuarın rahat kayabilmesi için özel kaplamalı üst tabla sistemi
• X - Y stepmotor sistemi sayesinde mükemmel dikiş kalitesi
• Aktif iplik tansiyon sistemi • 220 mm x 100 mm çalışma alanı 
• Alt üst taşıma sistemi sayesinde mükemmel dikiş kalitesi
• 999 program hafızalı (AMS-210 için geçerlidir) • 2.500 dev./dak.

Specifications
• Moving and stacking feature via LCD touch panel
• Memory function for 10 different J stitch pattern
• Specially improved inner and outer frame system with 4 pistons
• Specially coated upper table system in order to zipper moves easily
• Excellent stitch quality thanks to the X-Y step motor system
• Active thread tension system • 220 mm x 100 mm working area
• Top and bottom transport system enables excellent stitch quality
• 999 program memory (valid for AMS-210) • 2.500 rpm

AST-6914S/WD40-440/FC-JFS
4 İplik Otomatik Döndürmeli "J" Dikiş Overlok Makinası
4 Thread Automatic Rotation “J” Stitch Serging Overlock Machine
Özellikler
• Fotosel kontrollü otomatik iplik kesme sistemli
• Fotosel kontrollü kumaş kontrol sayesinde "J" ve oval dikiş yapabilme imkânı
• Özel dizayn ergonomik ayak ve tablo • Ayak kaldırma ve fire emme sistemli
• Dokunmatik panel sayesinde istenilen kavis verme özelliği 
Specifications
• Photocell controlled automatic thread cutting system
• Oval serging thanks to photocell-controlled fabric rotation and its Possibility to make "J"
• Specially designed ergonomic table and stand • Foot lifting and waste suction system
• Thanks to the touch panel desired curves can be sewn


