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AST-6714DA/30P/WD40-440
Direct Drive Özel Transport Sistemli, Full Otomatik, 3 veya 4 İplik Overlok Makinası
Direct Drive Special Transport System, Fully Automatic 3 or 4 Thread Overlock Machine

Özellikler
• 3 veya 4 iplik yeni nesil overlok makinası
• Hava ve enerji tasarruf sistemli
• Fotosel kontrol sayesinde zaman ve iplik tasarrufu
• Dikiş esnasında oluşan kumaş fire atıklarını, toz ve kumaş havlarını 
   vakumla toplama ve toz torbasında biriktirme özelliği
• Makina içi toz emme sistemi (TEM2 opsiyonel)
• Dikey havalı iplik kesme sistemi sayesinde, dikiş başında ve   
   sonrasında otomatik iplik kesme işlemi
• Maksimum iplik tasarrufu
• Otomatik ayak kaldırma sayesinde zamandan tasarruf
• 7.000 dev./dak.

Specifications
• 3 or 4 thread new generation overlock machine
• Air and energy consumption optimization
• Thread saving due to photocell control
• Waste removal system
• Inside machine waste removal vacuum system (TEM2 optional)
• Automatic thread cutting process at the begining of sewing and at the
   end thanks to the scissors  type thread cutting system
• Maximum thread savings
• Automatic presser foot lifter provides time savings
• 7.000 rpm
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