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Özellikler
• Bağımsız hareketli hızı ayarlanabilir kenar bıçak sistemi
• Başlangıç ve bitişte sık dikiş özelliği
• Dikiş başı ve sonu bıçak ön ve son kesim özelliği
• Dikiş kenarı 3,5 mm kesme mesafesi
• İş kalıbı otomatik çeviren step motor ünitesi
• Kalıp dikişinin boyunu fotoselli veya adım sayısına göre    
   ayarlayabilme özelliği
• İplik koptu sensörü (opsiyonel)
• Dokunmatik grafik kontrollü panel
• Fire emme ünitesi
• 1,2 mm - 4 mm arasında ayarlanabilir adım ayarı
• 5.000 dev./dak.

Specifications
• Independent driven, speed adjustable edge knife system
• Condensed stitch at the beginning and at the end
• Automatic pre and post cutting of the side knife for proper finishing
• 3,5 mm clearance between the knife and the stitch
• Step motor unit for guiding the clamp contour
• Adjustment of stitch via photocell or via stitch counter
• Thread breakage sensor (optional)
• Operator-friendly, free programmable LCD touchscreen program panel
• Waste removal unit with suction
• 1,2 mm - 4 mm adjustable stitch lengh
• 5.000 rpm

AST-8000A/YM/AUTOJIG
Yaka Manşet Dikiş Otomatı
Collar and Cuff Sewing Automat (Autojig)

Yaka Kalıbı
Collar Mold

Manşet Kalıbı
Cuff Mold


