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LBH-1790AN
Direct Drive Elektronik Kilit Dikiş Düz İlik Makinası
Direct Drive Electronic Lockstitch Buttonhole Machine

www.astasjuki.com

AST-3900J/IND-39-SM
Direct Drive Kot Patlet için Programlanabilir Indexerli Gözlü İlik Makinası
Electronic Eyelet Buttonhole Sewing Machine with Programmable Indexer for Jeans Fly

Özellikler
• Step motor kontrollü otomatik indexer taşıma sistemli
• İlik aralıklarını programlayabilme özelliği
• Otomatik iplik kesmeli, iğne iplik tutucu sistemli 
• Daha az mekanik parça kullanımı (step motorlu) 
• Tek makinada; kuyruklu-kuyruksuz, punterizli-punterizsiz,
   gözlü-gözsüz ve önce kesim-sonra kesim ilik açma özelliği
• İplik koptu sensörü (opsiyonel) 
• Çalışma alanı 10 - 38 mm (50 mm opsiyonel)
• 2.500 dev./dak.

Specification
• Step motor controlled indexer feeding system
•Ability to program buttonhole spacing
• Thread trimmer and wiper
• Less mechanical parts use (step motor)
• Tailed-untailed, bartack-nonbartack, eyelet-noneyelet and
   precut-postcut button holing feature in a single machine
• Thread breakage sensor (optional)
• Buttonholing size 10 mm - 38 mm (max. 50 mm optional)
• 2.500 rpm


